VFT

Field of View Measuring
System

o VI is afast, two dimensional, high precision
measurement machine.

o Designed to minimize the need for focus
adjustment and part positioning.

o Incorporates a touch panel that allows for
automatic measurement programs search,
execution and measurement results display.

e Includes InSpec Metrology Software.
o  (ffers high and low image magnification.
o Incorporates advanced LED lighting.

o Features a single USB connection to the
workstation computer.

Technical Specifications

Image Magnification Measurement Capacity

Low 69.3x49.6 mm

High 11.3x12.4 mm
Machine Dimensions Stage Position Range
290 x 453 x 883 mm 49 mm

1. Within operating temperature of 20.0°C = 1°C at the focal point position.
2.Lis in mm.
3. Using Micro-Vu Calibration Artifact.

MICRO-VU
compatible

InSpec  InSpec
Classic

833 mm

e ———————————. |

290 mm
XY Accuracy Measurement Range
(4.5 +1/200) pm 123 30 mm
3.7 pm 123 3mm
Stage Weight Capacity
3 kg



http://www.microvu.com

MICRO-VU

Key Features

o large Measurement Range o Advanced Lighting System
o Minimizes Measurement Error o 8 Channel Ringlight
o Minimizes Focus Adjustments o Axial Surface Light
o Instant Zoom o Profile Backlight
o High Resolution Camera e Automatic Part ldentification
o Single Snapshot Measurement o Adjusts to Part’s Orientation
e Scratch Resistant Stage Glass o  Minimal Part Fixturing Required

Touch Panel

Pass Indicator: Fail Indicator:
llluminates green indicating [lluminates red when the
the part passed inspection. part fails inspection or a

feature fails to measure.

*

v

Live Image: Report:

Press to display - Opens and closes

a live video the Reporting page.
image. \ / Prints the report.

Play:

Runs programs. Searches pattern
library and runs program. Displays
the machine’s state.
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MICRO-VU
Applications

Printed circuit board seen at high
magnification using ringlight and axial
surface light.

Rubber part seen at Low
Magnification using ringlight and
axial surface light.

VF7 Measurement Capacity
Measurement capacity at low and high magnification:

Place the parts inside the rectangles to check if they fit on the stage!

Low Magnification
~69.3 x 49.6 mm

———  High Magnification
~11.3x12.4 mm
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MICRO-VU

InSpec Software for VF/
S L
o  Concise screen layout. b N e e R s R
o Advanced focus and edge detection .= ~=:
algorithms.
e  Sub-pixel accuracy and

repeatability.

e Included optics and light :
calibration routines. -/
////

e Programmable labels and
geometric overlays display
the measurement results on
the camera window.

e Color of labels indicate if
measurements are in or out
of tolerance.

MICRGYV | Program: ParB.mp 72812020 11:36.27 AM
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o Automatically record data and
print an inspection report.

e Export measurement results and
data automatically after
completing measurements.

e Advanced geometric dimensioning
and tolerancing capability.
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